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IRFA, most of the diagnostic x-ray equipment manufacturing firms that will

be affected by these amendments are small entities.

The impact of the amendments will be similar on manufacturers of
diagnostic x-ray systems, whether or not they are small entities. This impact
new requirements. For those manufacturers that produce smaller numbers of
systems per year, the impact of the cost of system redesign to meet the new
requirements will result in a greater per unit cost impact than for
manufacturers with a high volume of unit sales over which the development
costs may be spread. This may have a disproportionate impact on the very

small firms with a low volume of sales.

FDA considered whether there were approaches that could be taken to
mitigate this impact on the firms producing the smaller numbers of systems.
FDA, however, identified no feasible way to do this and also accomplish the
needed public health protection. The radiation safety-related requirements are
appropriate for any x-ray system, independent of the circumstances of the
manufacturer. FDA considers it appropriate for any firm producing x—fay
systems to provide the level of radiation protection that will be afforded by
the revised standard. Patients receiving x-ray examinations or prodedures
warrant the same degree of radiation safety regardless of the circumstances of

the manufacturer of the equipment.

2. Analysis of Alternatives

FDA examined and rejected several alternatives to proposing amendments
to the performance standard. One alternative was to take no actions to modify
the standard. This option was rejected because it would not permit clarification

of the manner in which the standard should be applied to the technological
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changes occurring with fluoroscopic x-ray system design énd function. This
option was also rejected as failing to meet the public expectation that the
federal performance standard assures adequate radiation-safety performance
and features for radiographic and fluoroscopic x-ray systems. The changes that
have occurred since the standard was developed in the early 1970s necessitate
modification of the standard to reflect current technology and to recognize the
increased radiation hazards posed by new fluoroscopic techniques and

procedures.

The alternative of no action to amend the performance standard was also
rejected because that alternative would continue the current situation in which
the U.S. standard has some performance requirements that differ from those
in several of the standards established by the IEC for diagnostic x-ray systems.
Several IEC radiation-safety performance requirements are siight}y more
stringent than those of the U.S. standard, which has not, to date, reflected a
number of changes in x-ray system technology recognized by the IEC standards.
The proposed amendments will harmonize the U.S. performance standard with
several of the requirements of the IEC standards where differences ‘cﬁrrently
exist. Such harmonization will reduce the necessity for manufacturers to-
comply with different requirements for products marketed in the United States
versus internationally where the IEC standards are used. The no-action
alternative would continue these discrepancies between the U.S. and IEC

standards.

FDA considered various alternatives for each amendment that would
require new equipment features or, potentially, system redesign. The
assessment of the cost of each proposed amendment (listed in the first column

of table 4 of this document) included consideration of alternatives to the
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specific amendment (Ref. 5). For amendments requiring equipmént changes,
consideration was given to the following factors: (1) The options or choices
for specific limits or tolerances when such are imposed; (2) whether the
amendment requirement should be limited to certain types of equipment or
applied to all types of radiographic or fluoroscopic systems; (3) the need,
where possible, to align the U.S. standard with the IEC standards and remove
conflicts among the standards; and (4) whether the requirement could
contribute to improved, safer use of the equipment. FDA concluded that the
amendments are needed to obtain the radiation dose-reduction features

necessary to facilitate safer use of fluoroscopy.

One alternative considered would be to implement only certain of the
proposed amendments and omit others, as a way of reducing the overall costs
of the amendments. FDA rejected this approach as inappropriate for two
reasons. First, it would not result in the desired harmonization between the
U.S. and international standards, one of the main goals of these amendments.
Furthermore, implementing only a portion of the separate amendments would
not result in the anticipated public health benefits that will result from
providing users with the full range of additional system-performance

information and dose-reduction features.

In the notice of proposed rulemaking (67 FR 76056, December 10, 2002)
FDA requested comments on alternatives to these amendments that would
accomplish the needed public health protection and, in particular, any
alternatives that could mitigate the impact on small businesses. No responses

to this request were received.

A portion of the unnecessary radiation exposure resulting from current

fluoroscopic practices might be addressed through the establishment of
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controls on the qualifications and training of physicians permitted to use
fluoroscopic systems. Contrary to the current situation, such requirements
could help assure that all physicians using fluoroscopy were adequately
trained regarding radiation-safety practices, proper ﬂuoroséopic system use,
and methods for maintaining patient doses as low as reasonably achievable.
Under current law FDA does not have the authority to establish such
requirements. To be effective, such a program would have to be established
by States or medical professional societies or certification bodies. While
recognizing that encouragement of such activities by FDA is worthwhile,
reliance on such encouragement alone will not result in the needed

performance improvement of fluoroscopic x-ray systems.

3. Ensuring Small Entity Participation in Rulemaking

FDA believes it is possible that the new regulations could have a
significant impact on small entities. The impact will occur due to increased
design and production costs for fluoroscopy systems. FDA solicited comment
on the nature of this impact and whether there are reasonable alternatives that

might accomplish the intended public health goals.

The proposed regulations were available on the Internet at http://
www.fda.gov for review by all interested parties. FDA communicated the
proposed regulatory changes to the x-ray equipment manufacturers’
organization as well as to parties that had previously indicated an interest in
amendments to the diagnostic x-ray equipment performance standard. The
proposed amendments were also brought to the attention of relevant medical
professional societies and organizations whose members are ']ikeiy to use

fluoroscopic x-ray systems.
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L. Reporting Requirements and Duplicate Rules
FDA has concluded that the rule imposes new reporting and other
compliance requirements on small businesses. In addition, FDA has identified

no relevant Federal rules that may duplicate, overlap, or conflict with the rule.

M. Conclusion of the Analysis of Impacts

FDA has examined the impacts of the amendments to the performance
standard. Based on this evaluation, an upper-bound estimate has been made
for average annualized costs amounting to $30.8 million, of which $30.4
million will be borne by the manufacturers of this equipment. FDA believes
that the reductions in acute and long-term radiation injuries to patients that
will be facilitated by the amendments will appreciably outweigh the upper-
bound costs estimated for compliance with the rules. Fiﬁally, FDA has
concluded that it is likely that this proposal will have a significant impact
on a substantial number of small entities. FDA solicited comment on all
aspects of this analysis and all assumptions used. As noted previously in this
document, only two comments were received that directly addressed the
analyses and these suggested, qualitatively, that FDA had underestimated
either the amount of dose reduction that will result or the benefit of such dose
reduction. These comments, however, do not provide a basis for revising the
estimates of costs and benefits.

VIII. Federalism

This final rule has been reviewed under Executive Order 13132,
Federalism. This Executive order requires that agencies issuing regulations that
have federalism implications follow certain fundamental federalism principles
and provide a federalism impact statement that: (1) Demonstrates the agency

consulted with appropriate State and local officials before developing the final



106
rule, (2) summarizes State concerns, (3) provides the agency’s position
supporting the need for regulation, and (4) describes the extent to which the
concerns of State and local officials have been met. Regulations have
federalism implications whenever they have a substantial direct effect on the
States, on the relationship between the National Government and the States,
or on the distribution of power and responsibilities among various levels of

government.

The Executive order indicates that, where National standards are required
by Federal statutes, agencies shall consult with appropriate State and local
officials in developing those standards. It also directs agencies to consult with
State and local officials, to the extent practicable and permitted by law, before

issuing any regulation with federalism implications that preempts State law.

In enacting the provisions of the RCHSA (which were later transferred
from the PHS Act to the act by the SMDA), Congress recognized that separate
State standards alone were insufficient to achieve the type of consistent and
comprehensive protection that was needed. For this reason, Congress
established a National radiation control program and authorized FDA (by
delegation of authority from the Secretary of the Department of Health and
Human Services) to develop and administer Federal performance standards for
radiation-emitting electronic products to more effectively protect the public
health and safety (21 U.S.C. 360hh—360ss). To ensure that State standards
would not be inconsistent with Federal performance standards for electronic
products, Congress included explicit preemption language in the act. Section

542 of the act states the following:

Whenever any standard prescribed pursuant to section 534 with respect to an

aspect of performance of an electronic product is in effect, no State or political
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subdivision of a State shall have any authority either to establish, or to continue in
effect, any standard which is applicable to the same aspect of performance of such
product and which is not identical to the Federal standard. Nothing in this
subchapter shall be construed to prevent the Federal Government.or the government
of any State or political subdivision thereof from establishing a requirement with
respect to emission of radiation from electronic products procured for its own use
if such requirement imposes a more restrictive standard than that required to comply

with the otherwise applicable Federal standard (21 U.S.C. 360ss).

Although States may not establish a performance standard for an aspect
of performance of an electronic product that is not identical to the Federal
standard, State and local governments do have authority to regulate the use
of radiation-emitting electronic products, including diagnostic X-ray systems.
Under this division of responsibility, the Federal performance standards assure
that electronic products introduced into commerce possess the necessary
radiation safety features. State and local governments, in turn, may prescribe
who will be permitted to purchase oruse such products. Théy may also
establish requirements for facilities using these products in ‘;:mder to assure the
safe function and operation of the products over their useful life. This division
of authority and responsibility has ensured the safe use of diagnostic x-ray

systems since the Federal performance standard was established in 1972.

FDA has reached out to the States and actively sought their input
throughout the entire process of developing this rule. In December 1997, FDA
issued an ANPRM and invited interested parties to éxpréss opinions regarding
the need for amendments to the existing performance standard for diagnostic
x-ray products. With the assistance of the Conference of Radiation Control
Program Directors (CRCPD), a professional association whose membership

includes the directors of State radiation control agencies, the ANPRM was
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brought to the attention of all of the State agencies responsible for radiation
control. In response to the ANPRM, FDA received 12 comments, including
comments from three States, one local radiation control agency, and comments
from the CRCPD. In addition, beginning as early as April 1997, FDA provided

rtun for comment and discussion about the development of rtvhis rule
at public meetings of FDA’s TEPRSSC committee. In fact, the TEPRSSC’s
membership during this period included representatives of several State or
local radiation control programs. Information regarding the proposed
amendments was also posted on the agency’s Internet Web site, and FDA

informed the CRCPD of these postings.

The States also had several opportunities to participate in the development
of this final rule during various CRCPD meetings at which FDA representatives
were in attendance. Thése meetings include: The May 1998 and April 2001
National meetings, during which FDA rriade presentations; the May 2000
National meeting, which provided an opportunity for discussion about the
amendments during the a special interest session at that meeting; and the May
2004 National meeting, during which FDA provided an update on the
amendments. FDA also discussed the proposed amendments at two FDA
regional meetings with State radiation control officials held in July and August

of 2002.

Finally, the States had an additional opportunity to participate in the
rulemaking process by submitting comments on the proposed rule. FDA
specifically directed a mailing of the proposed rule to State health officials

in order to encourage them to submit comments.

We received no comments from State or local officials regarding the

federalism section of the proposed rule. The two states that commented on
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the proposed rule were generally supportive of the rule. The comments from
these States have already been addressed previously in section Il of this

document. (See comments 1, 34, and 47.)

FDA believes that this final rule is consistent with the federalism

law to the extent required by statute and only on the limited aspects of
performance of fluoroscopic and radiographic x-ray systems covered by this
rule. In addition, FDA is not aware of any existing State or local requirements
that will be displaced by this rule. The purpose of this final rule is to amend
the Federal performance standard to account for changes in technology and
use of fluoroscopic and radiographic x-ray systems. FDA believes these
amendments are vitai to ensuring the kind of consistent and effective radiation
control protection Congress envisioned when it enacted the radiation control
provisions of the act.
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List of Subjects in 21 CFR Part 1020

Electronic products, Medical devices, Radiation protection, Reporting and
recordkeeping requirements, Television, X-rays. |
m Therefore, under the Federal Food, Drug, and Cosmetic Act, and under
authority delegated to the Commissioner of Food and Drugs, 21 CFR part 1020

is amended as follows:

PART 1020—PERFORMANCE STANDARDS FOR IONIZING RADIATION
EMITTING PRODUCTS

® 1. The authority citation for 21 CFR part 1020 continues to read as follows:
Authority: 21 U.S.C. 351, 352, 360e—360j, 360gg—360ss, 371, 381.

m 2. Revise § 1020.30 to read as follows:
§1020.30 Diagnostic x-ray systems and their major components,

(a) Applicability. (1) The provisions of this section are applicable to:

(i) The following components of diagnostic x-ray sys’tems:

(A) Tube housing assemblies, x-ray controls, x-ray high-voltage generators,
x-ray tables, cradles, film changers, vertical cassette holders mounted in a fixed
location and cassette holders with front panels, and beam-limiting devices
manufactured after August 1, 1974. r

(B) Fluoroscopic imaging assemblies manufactured after August 1, 1974,
and before April 26, 1977, or after [insert date 1 year after ddte of publication

in the Federal Register].
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(C) Spot-film devices and image intex}xsifiers manufactured after April 26,
1977.

(D) Cephalometric devices manufactured after February 25, 1978.

(E) Image receptor support devices for mammographic x-ray systems
manufactured after September 5, 1978.

(F) Image receptors that are electrically powered or connected with the
x-ray system manufactured on or after [insert date 1 year after date of
publication in the Federal Register}.

(G) Fluoroscopic air kerma display devices manufactured on or after [insert
date 1 year after date of publication in the Federal Register].

(ii) Diagnostic x-ray systems, except computed tomography x-ray systems,
incorporating one or more of such components; however, such x-ray systems
shall be required to comply only with those provisions of this section and
§§ 1020.31 and 1020.32, which relate to the components certified in
accordance with paragraph (c) of this section and installed into the systems.

(iii) Computed tomography (CT) x-ray systems manufactured before
November 29, 1984.

(iv) CT gantries manufactured after September 3, 1985.

(2) The following provisions of this section and § 1020.33 are applicable
to CT x-ray systems manufactured or remanufactured on or after November
29, 1984:

(i) Section 1020.30(a);

(ii) Section 1020.36(b) “Technique factors™;

(iii) Section 1020.30(b) “CT,” “Dose,” “Scan,” “Scan time,” and
“Tomogram’’;

(iv) Section 1020.30(h)(3)(vi) through (h)(3)(viii);

(v) Section 1020.30(n); '
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(vi) Section 1020.33(a) and (b);

(vii) Section 1020.33(c)(1) as it affects § 1020.33(c)(2); and

(viii) Section 1020.33(c)(2).

(3) The provisions of this section and § 1020.33 in its enfirety, including
those provisions in paragraph (a)(2) of this section, are applicable to CT x-
ray systems manufactured or remanufactured on or after Septémbef 3,1985.
The date of manufacture of the CT system is the date of manufacture of the
CT gantry. |

(b) Definitions. As used in this section and §§1020.31, 1020.32, and
1020.33, the following definitions apply:

Accessible surface means the external surface of the enclosufe'or housing
provided by the manufacturer.

Accessory component means:

(1) A component used with diagnostic x-ray systems, such as a cradle or
film changer, that is not necessary for the compliance of the system with
applicable provisions of this subchapter but which requires an initial
determination of compatibility with the system; or

(2) A component necessary for compliance of the system with applicable
provisions of this subchapter but which may be interchanged with similar
compatible components without affecting the system’s cempliancé, such as one
of a set of interchangeable beam-limiting devices; or

(3) A component compatible with aﬂ x-ray systems with which it may be
used and that does not require compatibility or installation instructions, such
as a tabletop cassette holder.

Air kerma means kerma in air (see definition of Kerma).

Alr kerma rate (AKR) means the air kerma per unit time.
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Aluminum equivalent means the thickness of aluminum (type 1100 alloy)?
affording the same attenuation, under specified conditions, as the material in
question. V
Articulated joint means a joint between two separate sections of a tabletop
which joint provides the capacity for one of the sections to pivot on the line
g which the sections join. |

Assembler means any person engaged in the business ofassem;bling,

replacing, or installing one or more components into a diagnostic x-ray system

3

e 2 YL Y o 3 e mvavem e
m includes the owner of

or subsystem. The te an x-ray systi
emplbyee or agent who assembles components into an x-ray system that is
subsequently used to provide professional or commercial services.

Attenuation block means a block or stack of type 1100 aluminum alloy,
or aluminum alloy having equivalent attenuation, with dimensions 20
centimeters (cm) or larger by 20 cm or larger by 3.8 cm, that is large enough
to intercept the entire x-ray beam.

Automatic exposure control (AEC) means a device which automatically
controls one or more technique factors in order to obtain at a preselected
location(s) a required quantity of radiation. |

Automatic exposure rate control (AERC) means a device which
automatically controls one or more technique factors in order to obtainata -
preselected location(s) a required qnantify of radiation per unit time.

Bean axis means a line from the source through the centers of the x-ray
fields.

Beam-limiting device means a device which provides a means to restrict

the dimensions of the x-ray field.

1 The nominal chemical composition of type 1100 aluminum alloy is 99.00 percent
minimum aluminum, 0.12 percent copper, as given in “Aluminum Standards and Data”
(1969). Copies may be obtained from The Aluminum Association, New York, NY.
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C-arm fluoroscope means a fluoroscopic x-ray system in which the image
receptor and the x-ray tube housing assembly are connected or coordinated
to maintain a spatial relationship. Such a system allows a change in the

direction of the beam axis with respect to the patient without moving the

etop means a tabletop designed such that the
unsupported portion can be extended at least 100 cm beyond the support.
Cassette holder means a device, other than a spot-film device, that
supports and/or fixes the positioﬁ of an x-ra
exposure.
Cephalometric device means a device intended for the radiographié
visualization and measurement of the dimensions of the human head.

Coefficient of variation means the ratio of the standard deviation to the

mean value of a population of observations. It is estimated using the following

equation:
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where:
s = Estimated standard deviation of the population.
X = Mean value of observations in sample.
X; = ith observation sampled.

n = Number of observations sampled.

Computed tomography (CT) means the production of a tomogram by the
acquisition and computer processing of x-ray transmission data.

Control panel means that part of the x-ray control upon which are
mounted the switches, knobs, pushbuttons, and other hardware necessary for
manually setting the technique factors.

Cooling curve means the grapﬁical relationship between heat unlits stored
and cooling time. |

Cradle means:

(1) A removable device which supports and may restrain a patient above
an x-ray table; or

{2) A device;

(i) Whose patient suppoft structure is interposed between the patient and
the image receptor during normal use; -

(ii) Which is equipped with means for patient restraint; and

(iii) Which is capable of rotation about its long (longitudinal) axis.

CT gantry means tube housing assemblies, beam-limiting devices,
detectors, and the supporting structures,z‘frmnes, and covers which hold and/
or enclose these components. | |

Cumulative air kerma means the total air kerma{accme\d\' from the
beginning of an examination or procedure and includes all contributions from

fluoroscopic and radiographic irradiation.
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Diagnostic source assembly means the tube housing assembly with a beam-

limiting device attached.

Diagnostic x-ray system means an x-ray system designed for irradiation

of any part of the human body for the purpose of diagnosis or visualization.

Dose means the absorbed dose as defined by the International Commission

.

A vy . L a9 ~ Jroy |
i 1ot

on Radiation Units and Measurements. absorbed dose, D, is the quot
of de by dm, where de is the mean energy imparted to matter of masé dm;

thus D=de/dm, in units of J/kg, where the special name for the unit of absorbed
dose is gray (Gy).

Equipment means x-ray equipment.

Exposure (X) means the quotient of dQ by dm where dQQ is the absolute
value of the total charge of the ions of one sign produced in air when all the
electrons and positrons liberated or created by photons in air of mass dm are
completely stopped in air; thus X=dQ/ dm, in units of C/kg. A second meaning
of exposure is the process or condition during which the x-ray tube produces
x-ray radiation.

Field emission equipment means equipment which uses an x-ray tube in

which electron emission from the cathode is due solely. to action of an electric
field.

Fluoroscopic air kerma display device means a device, subsystem, or
component that provides the display of AKR and cumulative air kerma
required by § 1020.32(k). It includes radiation detectors, if any, electronic and
computer components, associated software, and data displays.

Fluoroscopic imaging assembly means a subsystem in which x-ray photons
produce a set of fluoroscopic images or radiographic images recorded from the

fluoroscopic image receptor. It includes the image receptor(s), electrical



122
interlocks, if any, and structural material providing linkage between the image

receptor and diagnostic source assembly.

Fluoroscopic irradiation time means the cumulative duration during an
examination or procedure of operator-applied continuous pressure to the
device, enabling x-ray tube activation in any fluoroscopic mode of operation.

Fluoroscopy means a technique for generating x-ray images and presenting
them simultaneously and continuously as visible images. This term has the
same meaning as the term ‘‘radioscopy” in the standards of the International
Electrotechnical Commission.

General purpose radiographic x-ray system means any radiographic x-ray
system which, by design, is not limited to radiographic examination of specific
anatomical regions.

Half-value layer (HVL) means the thickness of specified material which
attenuates the beam of radiation to an extent such that the AKR is reduced
to one-half of its original value. In this definition the contribution of all
scattered radiation, other than any which might be present initially in the beam
concerned, is deemed to be excluded.

Image intensifier means a device, installed in its housing, which
instantaneously converts an x-ray pattern into a corresponding light image of
higher energy density. |

Image receptor means any device, such as a fluorescent screen,
radiographic film, x-ray image intensifier tube, solid-state detector, or gaseous
detector, which transforms incident x-ray photons either into a visible image
or into another form which can be made into a visible image by further

transformations. In those cases where means are provided to preselect a portion
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of the image receptor, the term “image receptor” shall mean the preselected
portion of the device.

Image receptor support device means, for mammography x-ray systems,

that part of the system designed to support the image receptor during a

Isocenter means the center of the smallest sphere through which the beam
axis passes when the equipment moves through a full range of rotations about

its common center.

Kerma means the quantity as defined by the International Commission on
Radiation Units and Measurements. The kerma, K, is the quotient of dE. by
dm, where dEy is the sum of the initial kinetic energies of all the charged
particles liberated by uncharged particles in a mass dm of matexjialg thus
K=dE,/dm, in units of J/kg, where the special name for the unit of kerma is
gray (Gy). When the material is air, the quantity is referred to as “air kerma.”

Last-image-hold (LIH) radiograph means an image obtained either by
retaining one or more fluoroscopic images, which may be tempbrally
integrated, at the end of a fluoroscopic exposure or by initiating a separate
and distinct radiographic exposure automatically and immediately in

conjunction with termination of the fluoroscopic exposure.

Lateral fluoroscope means the x-ray tube and image receptor combination
in a biplane system dedicated to the lateral projection. It consists of the lateral
x-ray tube housing assembly and the lateral image receptor that are fixed in
position relative to the table with the x-ray beam axis parallel to the plane

of the table.

Leakage radiation means radiation emanating from the diagnostic source

assembly except for:
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(1) The useful beam; and

(2) Radiation produced when the exposure switch or timer is not activated.

Leakage technique factors means the technique factors associated with the

diagnostic source assembly which are used in measuring leakage radiation.

(1) For diagnostic source assemblies intended for capacitor energy storage
equipment, the maximum-rated peak tube potential and the maximum-rated
number of exposures in an hour for operation at the maximum-rated peak tube
potential with the quantity of charge per exposure being 10 millicoulombs (or
10 mAs) or the minimum obtainable from the unit, whichever is larger;

(2) For diagnostic source assemblies intended for field emission equipment
rated for pulsed operation, the maximum-rated peak tube potential and the
maximum-rated number of x-ray pulses in an hour for operation at the
maximum-rated peak tube potential; and

(3) For all other diagnoétic source assemblies, the maximum-rated peak
tube potential and the maximum-rated continuous tube current for the
maximum-rated peak tube potential. |

Light field means that area of the intersection of the light beam from the
beam-limiting device and one of the set of planes parallel to.and including
the plane of the image receptor, whose perimeter is the locus of points at which
the illuminance is one-fourth of the maximum in the intersection.

Line-voltage regulation means the difference between the no-load and the

load line potentials expressed as a percent of the load line potential; that is,
Percent line-voltage regulation = 100(V, - Vi)/V;

where:

Vi = No-load line potential and



125

V; = Load line potential.

Maximum line current means the root mean square current in the supply

line of an x-ray machine operating at its maximuin rating.

£y -

fluoroscopy or

-~y
=
jo¥]
C
o
o
o<y
-~y
m
"C
<<
g
s
o
<t
C:..
cc:
g<l

a set of several technique factors or other control settings uniquely associated
with the mode. The set of distinct technique factors and control settings for
the mode may be selected by the opération of a single control. Examples of
distinct modes of operation include normal fluoroscopy (analog or digital),
high-level control fluoroscopy, cineradiography (analog or vdigitali), digital
subtraction angiography, electronic radiography using the fluoroscopic image
receptor, and photospot recording. In a specific mode of Gpé;atipn,n certain
system variables affecting air kerma, AKR, or image quality, such as image
magnification, x-ray field size, pulse rate, pulse duration, number of pulses,
source-image receptor distance (SID), or bptical aperture, may be adjustable
or may vary; their variation per se does not comprise a mode of operation
different from the one that has been selected.

Movable tabletop means a tabvletoplwhich, when assembled for use, is
capable of movement with respect to its supporting structure within the plane
of the tabletop.

Non-image-intensified fluoroscopy means fluoroscopy using only a
fluorescent screen.

Peak tube potential means the maximum value of the potential difference
across the x-ray tube during an exposure.

Primary protective barrier means the material, excluding filters, placed in

the useful beam to reduce the radiation exposure for protection purposes.
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Pulsed mode means operation of the x-ray system such that the x-ray tube
current is pulsed by the x-ray control to produce one or more exposure
intervals of duration less than one-half second.

Quick change x-ray tube means an x-ray tube designed for use in its
associated tube housing such that:

(1) The tube cannot be inserted in its housing in a manner that would
result in noncompliance of the system with the requirements of paragraphs
(k) and (m) of this section; | |

(2) The focal spot position will not cause noncompliance with the
provisions of ‘this section or §1020.31 or:1020.32;

(3) The shielding within the tube housing cannot be displaced; and

(4) Any removal and subsequent replacement of a beam-limiting device
during reloading of the tube in the tuEe housing will not result in |
noncompliance of the x-ray system with the applicable field limitation and
alignment requirements of §§1020.31 and 1020.32.

Radiation therapy simulation system means a radiographic Qf fluoroscopic
x-ray system intended for localizing the volume to be exposed during radiation
therapy and confirming the position and size of the therapeutic irradiation
field. \

Radiography means a technique for generating and recording an x-ray
pattern for the purpose of providing the user with an image(s} after termination
~ of the exposure.

Rated line voltage means the range of potentials, in volts, of the supply
line specified by the manufa}cturer/at which the x-ray machine is designed to
operate.

Rated output current means the maximum allowable load current of the

x-ray high-voltage generator.
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Rated output voltage means the allowable peak potential, in volts, at the
output terminals of the x-ray high-voltage generator.

Rating means the operating limits specified by the manufacturer.

Recording means producing a retrievable form of an image resulting from
x-ray photons. | |

Scan means the complete process of collecting x-ray transmission data for
the production of a tomogram. Data may be collected simultaneously during
a single scan for the production of one or more tomograms.
x-ray transmission data accumulation for a single scan.

Solid state x-ray imaging device means an assembly, typically in a
rectangular panel configuration, thét intercepts x-ray phdtons and converts the
photon energy into a modulated electronic signal repr‘esentat‘ive of the x-ray
intensity over the area of the imaging device. The electronic signal is then used
to create an image for display and/or storage.

Source means the focal spot of the x-ray tube.

Source-image receptor distance (SID) means the distance from the source
to the center of the input surface of the image receptor.

Source-skin distance (SSD) means the distance from the source to the
center of the entrant x-ray field in the plane tangent to the patient skin surface.

Spot-film device means a device intended to transport and/or position a
radiographic image receptor between the x-ray source and ﬂnomécopic image
receptor. It includes a device intended to hold a cassette ‘o{rer the input end
of the fluoroscopic image receptor for the purpose of producing a radiograph.

Stationary tabletop means a tabletop which, when assembled for use, is
incapable of movement with respect to its supporting structure within the

plane of the tabletop.
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Technique factors means the following conditions of operation:

(1) For capacitor energy storage equipment, peak tube potential in kilovolts
(kV) and quantity of charge in milliampere-seconds (mAs);

(2) For field emission equipment rated for pulsed operation, peak tube
potential in kV and number of x-ray pulses;

(3) For CT equipment designed for pulsed operation, peak tube potential
in kV, scan time in seconds, and either tube current in milliamperes (mA),
x-ray pulse width in seconds, and the number of x-ray pulses per scan, or the
product of the tube current, x-ray pulse width, and the number of x-ray pulses
in mAs;

(4) For CT equipment not designed for pulsed operation, peak tube
potential in kV, and either tube current in mA and scan time in seconds, or
the product of tube current and exposure time in mAs and 'the scan time when
the scan time and exposure time are equivalent; and

(5) For all other equipment, peak tube potential in kV, and either tube
current in mA and exposure time in seconds, or the product of tube current
and exposure time in mAs. |

Tomogram means the depiction of the x-ray attenuation properties of a

section through a body.
Tube means an x-ray tube, unless otherwise specified.

Tube housing assembly means the tube housing with tube installed. It
includes high-voltage and/or filament transformers and other appropriate
elements when they are contained within the tube housing:

Tube rating chart means the set of curves which specify the rated limits

of operation of the tube in terms of the technique factors.
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Useful beam means the radiation which passes through the tube housing
port and the aperture of the beam-limiting device when the exposure switch
or timer is activated.

Variable-aperture beam-limiting device means a beam-limiting device
which has the capacity for stepless adjustment of the x-ray field size at a given
SID.

Visible area means the portion of the input surface of the image receptor
over which incident x-ray photons are producing a visible image.

X-ray control means a device which controls input power to the x-ray
high-voltage generator and/or the x-ray tube. It includes equipmeni: such as
timers, phototimers, automatic brightness stabilizers, and similar devices,
which control the technique factors of an x-ray expoéure,

X-ray equipment means an x-ray system, subsystem, or component thereof.
Types of x-ray equipment are as follows:

(1) Mobile x-ray equipment means x-ray equipment mounted on a
permanent base with Wheels and/or casters for moving while completely
assembled;

(2) Portable x-ray equipment means x-ray equipment designed to be hand-
carried; and

(3) Stationary x-ray equipment means x-ray equipment which is installed
in a fixed location.

X-ray field means that area of the intersection of the useful beam and any
one of the set of planes parallel to and including the plane of the image
receptor, whose perimeter is the locus of points at which the AKR is one-fourth
of the maximum in the intersection.

X-ray high-voltage generator means a device which transforms electrical

energy from the potential supplied by the x-ray control to the tube operating



130

potential. The device may also include means for transforming alternating
current to direct current, filament transfdrmers for the x-ray tube(s), high-

voltage switches, electrical protective devices, and other appropriate elements.

X-ray subsystem means any combination of two or more components of
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in x-ray system for which there are

§§1020.31 and 1020.32.

X-ray system means an assemblage of components for the controlled
production of x-rays. It includes minimally an x-ray high-voltage génerator,
an x-ray control, a tube housing assembly, a beam-limiting device, and the
necessary supporting structures. Additional components which\ifunction with

the system are considered integral parts of the system.

X-ray table means a patient support device with its patient support
structure (tabletop) interposed between the patient and the image receptor
during radiography and/or flucroscopy. This includes, but is noi limited to,
any stretcher equipped with a radiolucent panel and any table equipped with
a cassette tray (or bucky), cassette tunnel, fluoroscopic image receptor, or spot-
film device beneath the tabletop.

X-ray tube means any electron tube which is designed for the conversion
of electrical energy into x-ray energy.

(c) Manufacturers’ responsibility. Manufacturers of products subject to
§§1020.30 through 1020.33 shall certify that each of their products meet all
applicable requirements when installed into a diagnostic x-ray system
according to instructions. This certification shall be made under the format
specified in §1010.2 of this chapter. Manufacturers may certify a combination
of two or more components if they obtain prior authorization in writing from

the Director of the Office of Compliance of the Center for Devices and

J
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Radiological Health (CDRH). Manufacturers shall not be held responsible for
noncompliance of their products if that noncompliance is due solely to the
improper installation or assembly of that product byﬁ another person; however,
manufacturers are responsible for providing assembly instructions adequate to
assure compliance of their components With the applicable provisions of

§§1020.30 through 1020.33.

(d) Assemblers’ responsibility. An assembler who installs one or more
components certified as required by para.gi’aph (c) of this section shall install
certified components that are of the type required by § 1020.31, 1620.32, or
1020.33 and shall assemble, install, adjust, and test the certified components
according to the instructions of their respective manufacturers. Assemblers
shall not be liable for noncompliance of a certified component if the assembly

of that component was according to the component manufacturer’s instruction.

(1) Reports of assembly. All assemblers who install certified components
shall file a report of assembly, except as specified in paragraph (d)(2) of this
section. The report will be construed as the assembler’s certification and
identification under §§ 1010.2 and 1010.3 of this chapter. The assembler shall
affirm in the report that the manufacturer’s instructions were followed in the
assembly or that the certified components as assembled into the system meet
all applicable requirements of §§ 1020.30 through 1020.33. All assembler
reports must be on a form prescribed by the Director, CDRH. Completed reports
must be submitted to the Director, the purchaser, and, where applieable, to
the State agency responsible for radiation protection within 15 days following
completion of the assembly.

(2) Exceptions to reporting requirements. Reports of assembly need not be

submitted for any of the following:
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(i) Reloaded or replacement tube housing assemblies that are reinstalled

in or newly assembled into an existing x-ray system;

(ii) Certified accessory components that have been identified as such to
CDRH in the report required under § 1002.10 of this chapter;

(iii) Repaired components, whether or not removed from the system and
repair, provided the Originai installation into
the system was reported; or

(iv)(A) Components installed temporarily in an x-ray system in place of
components removed temporarily for repair, provided the temporarily installed

component is identified by a tag or label bearing the following information:

Temporarily Installed Component
This certified component has been assembled, installed, adjusted, and tested by me

according to the instructions provided by the manufacturer.
Signature

Company Name

Street Address, P.O. Box

City, State, Zip Code

Date of Installation

(B) The replacement of the temporarily installed component by a
component other than the component originally remoired. fof‘rei)ain shall be
reported as specified in paragraph (d}(1) of this section.

(e) Identification of x-ray components. In addition to the identification
requirements specified in § 1010.3 of this chapter, manufacturers of
components subject to this section and §§ 1020.31, 1020.32, and 1020.33,
except high-voltage generators contained within tube housings and beam-

limiting devices that are integral parts of tube housings, shall permanently
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inscribe or affix thereon the model number and serial number of the product
so that they are legible and accessible to view. The word “model” or “type”
shall appear as part of the manufacturer’s required identification of certified
x-ray components. Where the certification of a system or subéystem, consisting
of two or more components, has been authorized under paragraph (c} of this
section, a single inscription, tag, or label bearing the \modkel number and serial

number may be used to identify the product.

(1) Tube housing assemblies. In a similar manner, manufacturers of tube
housing assemblies shall also inscribe or affix thereon the name of the
manufacturer, model number, and serial number of the X—ray tube which the

tube housing assembly incorporates.

(2) Replacement of tubes. Except as specified in paragraph (e)(3) of this
section, the replacement of an x-ray tube :in a previously manufactured tube
housing assembly certified under paragraph (c) of this section constitutes
manufacture of a new tube housing assembly, and the manufacturer is subject
to the provisions of paragraph (e)(1) of this section. The manufacturer shall
remove, cover, or deface any previously affixed inscriptions, tags, or labels that
are no longer applicable.

(3) Quick-change x-ray tubes. The requirements of paragraph (e)(2) of this
section shall not apply to tube housing assemblies designed and designated
by their original manufacturer to contain quick change x-ray tubes. The
manufacturer of quick-change x-ray tubes shall include with each replacement
tube a label with the tube manufacturer’s name, the model, and sei:ial number
of the x-ray tube. The manufacturer of the tube shall instruct the assembler

who installs the new tube to attach the label to the tube housing assembly
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and to remove, cover, or deface the previously affixed inscriptions, tags, or

labels that are described by the tube manufacturer as no longer applicable.
(f) [Reserved]

(g) Information to be provided to assemblers. Manufacturers of components
listed in paragraph (a)(1) of this section shall provide to assex{lhiers subject
to paragraph (d) of this section and, upon request, to others at a cost not to
exceed the cost of publication and distribution, instructions for assembly,
installation, adjustment, and testing of such components adequate to assure
that the products will comply with applicable provisions of this section and
§§1020.31, 1020.32, and 1020.33, when assembled, installed, adjusted, and
tested as directed. Such instructions shall include specifications of other
components compatible with that to be installed when compliance of the
system or subsystem depends on their compatibility. Such specifications may
describe pertinent physical characteristics of the components and/or may list
by manufacturer model number the components which are compatible. For x-
ray controls and generators manufactured after May 3, 1994, manufacturers

shall provide:

(1) A statement of the rated line voltage and the range of line-voltage
regulation for operation at maximum line current;

(2) A statement of the maximum line Acurrvent of the x-ray system based
on the maximum input voltage and current characteristics of the tube housing
assembly compatible with rated output voltage and rated output current
characteristics of the x-ray control and associated high-voltage generator. If the
rated input voltage and current»characteiistics of the tube housing assembly
are not known by the manufacturer of the x-ray control and associated high-

voltage generator, the manufacturer shall provide information necessary to
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allow the assembler to determine the maximum line current for the particular
tube housing assembly(ies);

(3) A statement of the technique factors that constitute the maximum line
current condition described in paragraph (g)(2) of this section.

(h) Information to be provided to users. Manufacturers of x-ray equipment
shall provide to purchasers and, upon request, to others at a‘c:ost‘n\ot to exceed
the cost of publication and distribution, manuals or instruction sheets which
shall include the following technical and safety informatioﬁ:

(1) All x-ray equipment. For x-ray equipment to which this section and
§§1020.31, 1020.32, and 1020.33 are applicable, there shall be provided:

(i) Adequate instructions concerning any radiological éafety procedures
and precautions which may be necessary because of unique features of the
equipment; and

(ii) A schedule of the maintenance necessary to keep the equipment in
compliance with this section and §§ 1020.31, 1020.32, and 1020.33.

(2) Tube housing assemblies. For egch tube housing assembly, there shall
be provided:

(i) Statements of the leakage technique factors for all combinations 6f tube
housing assemblies and beam-limiting devices for whicﬁ the tube housing
assembly manufacturer states compatibility, the minimum filtration
permanently in the useful beam expressed as millimeters (mm) of aluminum
equivalent, and the peak tube potential at which the aiuminum equivalen{ was
obtained;

(ii) Cooling curves for the anode and tube housing; and

(iii) Tube rating charts. If the tube is designed to operate from different
types of x-ray high-voltage generators (such as single-phase self rectified,

single-phase half-wave rectified, single-phase full-wave rectified, 3-phase 6-
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pulse, 3-phase 12-pulse, constant potential, capacitor energy storage) or under
modes of operation such as alternate focal spot sizes or speeds of anode
rotation which affect its rating, specific identification of the difference in

ratings shall be noted.

(3) X-ray controls and generators. For the x-ray control and associated x-

ray high-voltage generator, there shall be provided:

(i) A statement of the rated line voltége and the range of/line’»voltage

regulation for operation at maximum line current;

(ii) A statement of the maximum line current of the x-ray system based
on the maximum input voltage and output current characteristics of the tube
housing assembly compatible with rated output voltage and rated current
characteristics of the x-ray control and associated high-voltage generator. If the
rated input voltage and current characteristics of the tube housing éssembly
are not known by the manufacturer of the x-ray control and associated high-
voltage generator, the manufacturer shall provide necessary‘ information to
allow the purchaser to determine the maximum line current for his particular
tube housing assembly(ies);

(iii) A statement of the technique factors that constitute the maximum line
current condition described in paragraph (h)(3)(ii) of this section;

(iv) In the case of battery-powered generators, a specification of the
minimum state of charge necessary for proper operation;

(v) Generator rating and duty cycle;

(vi) A statement of the maximum deviation from the preindication given
by labeled technique factor control settings or indicators during any

radiographic or CT exposure where the equipment is connected to a power

supply as described in accordance with this paragraph. In the case of fixed
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technique factors, the maximum deviation from the nominal fixed value of

each factor shall be stated;

(vii) A statement of the maximum deviation from the continuous
indication of x-ray tube potential and current during any fluoroscopic exposure
when the equipment is connected to a power supply as described in

accordance with this paragraph; and

(viii) A statement describing the measurement criteria for all technique
factors used in paragraphs (h)(3)(iii), (h)(3)(vi), and (h)(3)(vii) of this section;
for example, the beginning and endpoints of ekposuie time measﬁred with
respect to a certain percentage of the voltage waveform.

(4) Beam-limiting device. For each variable-aperture beam-limiting device,
there shall be provided; .

(i) Leakage technique factors for all combinations of tube housing
assemblies and beam-limiting devices for which the beam-limiting device
manufacturer states compatibility; and

(ii) A statement including the minimum aluminum equivalent of that part
of the device through which the useful beam passes and including the x-ray
tube potenﬁal at which the aluminum equivalent was obtained. When two or
more filters are provided as part of ﬂle device, the statement shall include the
aluminum equivalent of each filter.

(5) Imaging system information. For x-ray systems manuffactured on or
after [insert date 1 year after date of publication in the Federal Register], that
produce images using the fluoroscopic image receptor, the following
information shall be provided in a separate, single section of the user’s

instruction manual or in a separate manual devoted to this information:
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(i) For each mode of operation, a description of the mode and detailed
instructions on how the mode is engaged and disengaged. The description of
the mode shall identify those technique factors and system controls that are
fixed or automatically adjusted by selection of the mode of operation,
including the manner in which the automatic adjustment is controlled. This
information shall include how the operator can recognize which mode of

operation has been selected prior to initiation of x-ray production.

(ii) For each mode of operation, a descriptive example(s) of any specific
clinical procedure(s) or imaging task(s) for which the mode is recommended
or designed and how each mode should be used. Such recommendations do
not preclude other clinical uses.

(6) Displays of values of AKR dnd cumulative air kerma. For fluoroscopic
x-ray systems manufactured on or after [insert date 1 year after date of
publication in the Federal Register], the following shall be provided:

(i) A schedule of maintenance for any system instrumentation associated
with the display of air kerma information necessary to maintain the displays
of AKR and cumulative air kerma within the limits of allowed uncertainty
specified by § 1020.32(k)(6) and, if the capability for user calibration of the
display is provided, adequate instructions for such calibratidn;

(ii) Identification of the distances along the beam axis:

(A) From thé focal spot to the isocenter, and

(B) From the focal spot to the reference location to which displayed values
of AKR and cumulative air kerma refer according to § 1020.32(k)(4);

(iii) A rationale for specification of a reference irradiation location

alternative to 15 cm from the isocenter toward the x-ray source along the beam
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axis when such alternative specification is made according to
§ 1020.32(k)(4)(ii).
(i) [Reserved]

(j) Warning label. The control panel containing the main lﬁower switch

shall bear the warning statement, legible and accessible to view:

“Warning: This x-ray unit may be dangerous to patient and operator unless safe

exposure factors, operating instructions and maintenance schedules are observed.”

(k) Leakage radiation from the diagnostic source assembly. The leakage
radiation from the diagnostic source assembly measured at a distance of 1
meter in any direction from the source shall not exceed 0.88 milligray (mGy)
air kerma (vice 100 milliroentgen (mR) exposure) in 1 hour when the x-ray
tube is operated at the leakage technique factors. If the maximum réted peak
tube potential of the tube housiﬁg assembly is greater than the maximum rated
peak tube potential for the diagnostic source assembly, positive means shall
be provided to limit the maximum x-ray tube potential té that of the diagnostic
source assembly. Compliance shall be determined by measurements averaged

over an area of 100 square cm with no linear dimension greater than 20 cm.

(1) Radiation from components other than the diagnostic source assembly.
The radiation emitted by a component other than the diagnostic source
assembly shall not exceed an air kerma of 18 microGy (vice 2 mR exposure)
in 1 hour at 5 cm from any accessible surface of the component when it is
operated in an assembled x-ray system under any conditions for which it was
| designed. Compliance shall be determined by measurements averaged over an
area of 100 square cm with no linear dimension greater than 20 cm.

(m) Beam quality—(1) Half-value layer (HVL). The HVL of the useful beam

for a given x-ray tube potential shall not be less than the appropriate value



140

shown in table 1 in paragraph (m)(1) of this section under the heading

“Specified Dental Systems,” for any dental x-ray system designed for use with

intraoral image receptors and manufactured after December 1, 1980; under the

heading “I—Other X-Ray Systems,” for any dental x-ray system designed for

use with intraoral image receptors and manufactured before December 1, 1980,

and all other x-ray systems subject to this section and manufactured before

[insert date 1 year after date of publication in the Federal Register]; and under

the heading “II—Other X-Ray Systems,” for all x-ray systems, except dental

x-ray systems designed for use with intraoral image receptors, subject to this

section and manufactured on or after [insert date 1 year after date of

publication in the Federal Register]. If it is necessary to determine such HVL

at an x-ray tube potential which is not listed in table 1 in parag_raph (m)(1)

of this section, linear interpolation or extrapolation may be made. Positive

means? shall be provided to ensure that at least the minimum filtration needed

to achieve the above beam quality requirements is in the useful beam during

each expostre. Table 1 follows:

TABLE 1.
oo™ Ty
Designed Operating Range Measured Operating Potential . ’«'Speciﬁed Dental Systems? * | k—Other X-Ray Systems? | l—Cther X-Ray Systems?

Below 51 30 15 03 0.3
40 1.5 0.4 0.4

50 15 05 05

51t0 70 51 1.5 .2 1.3
60 1.5 13 15

70 15 1.5 1.8

Above 70 Al A 2.1 25
80 . .23 2.3‘ 29

90 2.5 2.5 3.2

100 2.7 27 36

2In the case of a system, which is to be operated with more than one thickness of
filtration, this requirement can be met by a filter interlocked with the kilovoltage selector
which will prevent x-ray emissions if the minimum required filtration is not in place.
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TAaBLE 1.—Continued

X-Ray Tube Voltage Minimum HVL
{kilovolt peak) {mm of aluminum}
Designed Operating Range Measured Operating Potential | Specified Dental Systems? 1 1—Other X-Ray Systems? | ll—Other X-Ray Syslems?
110 i 3.0 3.0 3.9
120 l 32 o 32 43
130 35 35 47
140 38 \ 38 50
150 44 4 ‘ 5.4

! Dental x-ray systems designed for use with intraoral image receptors and manufactured after December 1, 1980.

2Dental x-ray systems designed for use with intracral image receptors and manufactured before or on December 1, 1980, and all other x-ray systems subject to
this section and manufaclured before [insert date 1 year after date of publication in the Federal Register].

3 Al x-ray sysiems, except dental x-ray systems designed for use with intracral image receptors, subject to this section and manufactured on or after [insert date 1
year after date of publication in the Federal Register). '

(2) Optional filtration. Fluoroscopicsystems,manufactﬁred on or after
linsert date 1 year after date of publication in the Federal Régister],
incorporating an x-ray tube(s) with a continuous output of 1 kilowatt or more
and an anode heat storage capacity of 1 million heat units or more shall
provide the option of adding x-ray filtration to the diagnostic source assembly
in addition to the amount needed to meet the HVL provisions of
§1020.30(m)(1). The selection of this additional x-ray filtration shall be either
at the option of the user or automatic as part of the selected mode of operation.
A means of indicating which combination of additional filtration is in the x-

ray beam shall be provided.

(3) Measuring compliance. For capacitor energy storage equipment,
compliance shall be determined with the maximum selectable quantity of

charge per exposure.

(n) Aluminum equivalent of material between patient and image receptor.
Except when used in a CT x-ray system, the aluminum equivalent of each of
the items listed in table 2 in paragraph (n) of this section, which are used
between the patient and image receptor, may not exceed the indicated limits.
Compliance shall be determined by x-ray measurements made at a potential

of 100 kilovolts peak and with an x-ray beam that has an HVL specified in
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table 1 in paragraph (m)(1) of this section for the potential. This requirement
applies to front panel(s) of cassette holders and film changers providéd by the
manufacturer for patient support or for prevention of foreign object intrusions.
It does not apply to screens and their aéspciated mechanical support panels

or grids. Table 2 follows:

TABLE 2.
em \ M'aximum(ﬁit!grrggg?s ;Equiva!em
1. Front panel(s) of cassette holders {lotal of alt) / 1.2
2. Front panel(s) of film changer (total of all) 1.2
3. Cradle ’ 23
4. Tabletop, stationary, without articulated joints 1.2
5. Tabletop, movable, without articulated joint(s) (including stationary subtop} 1.7
6. Tabletop, with radiolucent panel having one arficulated joim ) ) 17
7. Tabletop, with radiolucent panel having two or more articulated joints ’ ‘ 23
8. Tabletop, cantilevered 2.3
9. Tabletop, radiation therapy simulator . ' 5.0

(o) Battery charge indicator. On battery-powered generators, visual means
shall be provided on the control panel to indicate whether the battery is in
a state of charge adequate for proper operation.

(p) [Reserved]

(q) Modification of certified diagnostic x-ray components and systems. (1)
Diagnostic x-ray components and systems certified in accordance with §1010.2
of this chapter shall not be modified such that the compbnent or system fails
to comply with any applicable provision of this chapter unless a variance in
accordance with § 1010.4 of this chapter or an exemption uhder section
534(a)(5) or 538(b) of the Federal Food, Drug, and Cosmetic Act has been
granted.

(2) The owner of a diagnostic x-ray system who uses the system in a
professional or commercial capacity may modify the system, provided the

modification does not result in the failure of the system or component to
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comply with the applicable requirements of this section or of § 1020.31,
1020.32, or 1020.33. The owner who causes such modification need not submit
the reports required by subpart B of part ’1002 of this chapter, provided the
owner records the date and the details of the modification in the system
records and maintains this information, and provided the modification of the
x-ray system does not result in a failure to comply with § 1020.31, 1020.32,
or 1020.33.

m 3. Revise § 1020.31 to read as follows:
§ 1020.31 Radiographic equipment.

The provisions of this section apply to equipment for radiography, except
equipment for fluoroscopic imaging or for recording images from the
fluoroscopic image receptor, or computed tomography x-ray systems
manufactured on or after November 29, 1984. |

(a) Control and indication of technique factors—(1) Visual indication. The
technique factors to be used during an exposure shall be indicated /’before the
exposure begins, except when automatic exposure controls are used, in which
case the technique factors which are set prior to the exposure shall be
indicated. On equipment having fixed technique factors, this requirement may
be met by permanent markings. Indication of technique fécto'rs shall be visible
from the operator’s position except in the case of spot films made by the
fluoroscopist. |

(2) Timers. Means shall be provided to terminate the exposure at a preset
time interval, a preset product of current and time, ap&:eset number of pulses,
or a preset radiation exposure to the image receptor.

(i) Except during serial radiography, the operator shall be able to terminate

the exposure at any time during an exposure of greater than one-half second.
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Except during panoramic dental radiography, termination of exposure shall
cause automatic resetting of the timer to its initial setting or to zero. It shall
not be possible to make an exposure when the timer is set to a zero or off
position if either position is provided.
terminate the
x-ray exposure(s) at any time, but means may be provided to permit completion
of any single exposure of the series in process.

(3) Automatic exposure controls. When an automatic exposure control is
provided:

(i) Indication shall be made on the control panel When this niode of
operation is selected;

(ii) When the x-ray tube potential is equal to or greater than 51 kilovolts
peak (kVp), the minimum exposure time for field emission equipment rated
for pulsed operation shall be equal to or less than a time interval equivalent
to two pulses and the minimum exposure time for all other equipnient shall
be equal to or less than 1/60 second or a time interval ‘requiréd to deliver 5
milliampere-seconds (mAs), whichever is greater;

(iii) Either the product of peak x-ray tube potential, current, and exposure
time shall be limited to not more than 60 kilowatt-seconds (kWs) per exposure
or the product of x-ray tube current and exposure time shall be limited to not
more than 600 mAs per exposure, except when the x-ray tube potential is less
than 51 kVp, in which case the product of x-ray tube current and exposure
time shall be limited to not more than 2,000 mAs per «exposure; and

(iv) A visible signal shall indicate when an exposure has been terminated

at the limits described in paragraph {a)(3)(iii) of this section, and manual
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resetting shall be required before further automatically timed eXposures can

be made.

(4) Accuracy. Deviation of technique factors from indicated values shall
not exceed the limits given in the information provided in accordance with
§ 1020.30(h)(3).

(b) Reproducibility. The following requirements shall apply when the
equipment is operated on an adequate power éupply as specified by the

manufacturer in accordance with the requirements of § 1020.30(h)(3):

(1) Coefficient of variation. For any specific combination of selected
technique factors, the estimated coefficient of variation of the air kerma shall

be no greater than 0.05.

(2) Measuring compliance. Determination of compliance shall be based on
10 consecutive measurements taken within a time period of 1 hour. Equipment
manufactured after September 5, 1978, shall be subject to the additional
requirement that all variable controls for technique factors shall be adjusted
to alternate settings and reset to the test setting after each measurement. The
percent line-voltage regulation shall be determined for each measurement. All
values for percent line-voltage regulatidn shall be within +1 éf the mean value
for all measurements. For equipment having automatic expoéure controls,
compliance shall be determined with a sufficient thickness of attenuating
material in the useful beam such that the technique factors can be adjusted
to provide individual exposures Qf a minimum of 12 pulses on field emission
equipment rated for pulsed operation or no less than one-tenth second per
exposure on all other equipment.

(c) Linearity. The following requirements apply when the equipment is

operated on a power supply as specified by the manufacturer in accordance
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with the requirements of § 1020.30(h)(3) for any fixed x-ray tube potential
within the range of 40 percent to 100 percent of the maximum rated.

(1) Equipment having independent selection of x-ray tube current (mA).
The average ratios of air kerma to the indicated milliam;iereéecond:; product
(mGy/mAs]) obtained at any two consecutive tube current settings shall not
differ by more than 0.10 times their sum. This is: |X; - X5| < Q.lO(X; + X2);
where X; and X, are the average mGy/mAs values obtain«,ed:at each of two
consecutive mAs selector settings or at two settings diffe:ihg by no more than
a factor of 2 where the mAs selector pfovides continuous selection.

(2) Equipment having selection of x-ray tube current-exposure time
product (mAs). For equipment manufactured after May 3, 1994, the average
ratios of air kerma to the indicated milliampere-seconds product (mGyfmAs}
obtained at any two consecutive mAs selector settings shall not differ by more
than 0.10 times their sum. This is: |X; - X5 £0.10 (X; + X;); where X, and
X, are the average mGy/mAs values obtained at each of two consecutive mAs
selector settings or at two settiﬁgs differing by no more than a factor of 2 where
the mAs selector provides continuous selection. |

(3) Measuring cbmp]iance. Determination of compliance‘\\ will be based on
10 exposures, made within 1 hour, at each of the two settings. These two
settings may include any two focal spot sizes except where one is equal to
or less than 0.45 mm and the other is greater than 0.45 mm. For purposes
of this requirement, focal spot size is the focal spot size specified by the x-
ray tube manufacturer. The percent line-voltage regulation shall be determined
for each measurement. All values for percent line-voltage regulation at any one
combination of technique factors shall be within 11 of the mean value for all

measurements at these technique factors.
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(d) Field limitation and alignment for mobile, portable, and stationary
general purpose x-ray systems. Except when spot-film deviceé are in service,
mobile, portable, and stationary general purposerradimgraphic X-ray systems
shall meet the following requirements: |

(1) Variable x-ray field limitation. A means for sfepl‘ess adjustment of the

size of the x-ray field shall be provid

size at an SID of 100 centimeters (cm) shall be equal to or less than 5 cm.

(2) Visual definition. (i) Means for visually défiﬁjng the perimeter of the
x-ray field shall be provided. The total misalignment of the edges of the ’
visually defined field with the respective edges of thé x-ray field ;ak)ng either
the length or width of the visually defined field shall not exceed 2 percent
of the distance from the source to the center of the \\visuaﬁy’ defined field when
the surface upon which it appears is perpendicular to the axis of the x-ray
beam.

(ii) When a light localizer is used to Hefine the x-ray field, it shall provide
an average illuminance of not less than 160 lux (15 footcandles) at 100 cm
or at the maximum SID, whichever is less. The average illuminance shall be
based on measurements made in the approximate center of each quadrant of
the light field. Radiation therapy simulation systems.are eaéempt from this
requirement.

(iii) The edge of the light field at 100 cm or at the maximum SID,
whichever is less, shall have a contrast ratio, corrected for ambient lighting,
of not less than 4 in the case of beam-limiting devices designed fqr use on
stationary equipment, and a contrast ratio of not less than 3 in the case of
beam-limiting devices designed for use on mobile and portable equipment. The

contrast ratio is defined as I/1;, where I is the illuminance 3 mm from the
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edge of the light field toward the center of the field; and I, is the illuminance
3 mm from the edge of the light field away from the center of the field.
Compliance shall be determined with a measuring éperture of 1 mm.

(e) Field indication and alignment on staiionazy generaj purpose x-ray
equipment. Except when spot-film devices are in service, stationary /
purpose x-ray systems shall meet the follox&ing requirements in addition to
those prescribed in paragraph (d) of this section:

(1) Means shall be provided to indicate when the axis of thé x-ray beam
is perpendicular to the plane of the image receptor, to align the center of the
x-ray field with respect to the center of the image receptor to within 2 percent
of the SID, and to indicate the SID to within 2 percent; o

(2) The beam-limiting device shall numerically (indic\,ate’ the field size in
the plane of the image receptor to which it is adjusted;

(3) Indication of field size dimensions and SIDs shall be specified in
centimeters and/or inches and shall be such that aperture adjustments result
in x-ray field dimensions in the plane of the imag—e Aréqeptor which correspond
to those indicated by the beam-limiting device to within 2 percent of the SID
when the beam axis is indicated to be }ﬁe;:pendicular to the plane of the image
receptor; and

(4) Compliance measurements will be méde at discrete SIDs and image
receptor dimensions in common clinical use (such as SIDs of 100, 150, and
200 cm and/or 36, 40, 48, and 72 inches and nominal image receptor
dimensions of 13, 18, 24, 30, 35, 40, and 43 cm and/or 5, 7, 8, 9, 10, 11, 12,
14, and 17 inches) or at any other specific dimensions at which the beam-
limiting device or its associated diagnostic x-ray system is uniquely designed

to operate.
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(f) Field limitation on radiographic x-ray equipment other than general
purpose radiographic systems—(1) Equipment for use with intraoral image
receptors. Radiographic equipment designed for use with an intraarélqimage
receptor shall be provided with means to limit the x-ray beam such that:

(i) If the minimum source-to-skin distance (SSD) is 18 cm or more, the
x-ray field at the minimum SSD shall be containable in a Cii’g:le having a
diameter of no more than 7 cm; and

(ii) If the minimum SSD is less than 18 cm, the x-ray field at the minimum
SSD shall be containable in a circle having a diameter of no more than 6 cm.

(2) X-ray systems designed for one image recep\tbr, sfze. Radiographic
equipment designed for only one image receptor size at a fixed SID shall be
provided with means to limit the field at the plane of the image receptor to
dimensions no greater than those of the image receptor, and to align the center
of the x-ray field with the center of the image receptor to within 2 percent
of the SID, or shall be provided with meahs to both size and align the x-ray
field such that the x-ray field at the plane of the image receptor does not extend
beyond any edge of the image receptor.

(3) Systems designed for mammography—(i) Radiographic systems
designed only for mammography and general purpose radiography systems,
when special attachments for mammography are in service, manufactured on
or after November 1, 1977, and before September 30, 1999, shaH be provided
with means to limit the useful beam such that the x-ray field at the plane of
the image receptor does not extend beyond any edge of the image receptor
at any designated SID except the edge of the image receptor designed to be
adjacent to the chest wall where the x-ray field may not extel;dbeybnd this

edge by more than 2 percent of the SID. This requirement can be met with
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a system that performs as prescribed in paragraphs (f)(4)(i), (f)(4)(ii), ahd
(f)(4)(iii) of this section. When the beam-limiting device and image receptor
support device are designed to be used to immobilize the breast during a
mammographic procedure and the SID may vary, the SID indication specified
in paragraphs (f}(4)(ii) and (f}(4)(iii) Qf this section shall be the Jma"ximum SID
for which the beam-limiting device or aperture is designed.

(ii) Mammographic beam-limiting devices manufactured on or after
September 30, 1999, shall be provided with a means to limit the useful beam
such that the x-ray field at the plane of the image recepigr does not extend
beyond any edge of the image receptor by more than 2 pércent of the SID.
This requirement can be met with a system that performs as prescl;ibed in
paragraphs (f)(4)(i), (£)(4)(ii), and (f}(4)(iii) of this section. For systems that
allow changes in the SID, the SID indication speéiﬁed in pafagraphs (H(4)(i1)
and (f)(4)(iii) of this section shall be the maximum SID for which the beam-
limiting device or aperture is designed. |

- (iii) Each image receptor support device manufactured on or after
November 1, 1977, intended for installation on a system‘ designed for
mammography shall have clear and permanent markings to indicate the
maximum image receptor size for which it is designed. -

(4) Other x-ray systems. Radiographic systems not specifically covered in
paragraphs (d), (e), (f)(2), (f)(3), and (h) of this section and systems covered
in paragraph (f)(1) of this section, which are also designed for use with
extraoral image receptors and when used with an éxtraoral\image receptor,
shall be provided with means to limit the x-ray field in the plane of the image
receptor so that such field does'n,ot exceed each dimension of the image

receptor by more than 2 percent of the Si,D, when the axis of the x-ray beam
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is perpendicular to the plane of the image receptor. In addition, means shall
be provided to align the center of the x-ray field with the center of the image
receptor to within 2 percent of the SID, or means shall be provided to both
size and align the x-ray field jsuch that the x-ray field at the plane of the image
receptor does no
requirementé may be met with:

(i) A system which performs in accordance with paragraphs (d) and (e)
of this section; or when align&nent means are élso providéd, may be met with
either; |

(ii) An assortment of removable, fixed-aperture,\fbeamolimitihg devices
sufficient to meet the requirement for each combination of image receptor size
and SID for which the unit ié designed. Each such device shall have clear and
permanent markings to indic;éte the image receptor size and SID for which it
is designed; or | |

(iii) A beam-limiting device having multiple fixed apertures sufficient to
meet the requirement for each combination of image receptor size and SID for
which the unit is designed. Permanent, clearly legible markings shall indicate
the image receptor size and SID for which each apefturé is designed and shall
indicate which aperturé is in; position for use.

(g) Positive beam limitation (PBL). The requirements.of this paragraph
shall apply to radiographic systems which contain PBL.

(1) Field size. When a PBL system is provided, it shall prevent x-ray
production when: ‘ \

(i) Either the length or width of the x-ray field in the ‘plane of the image
receptor differs from the cornéspohding image receptor dimension by more

than 3 percent of the SID; or |
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(ii) The sum of the length and width differences as stated in paragraph
(g)(1)(i) of this section without regard to sign exceeds 4 percent of the SID.

(iii) The beam limiting device is at an SID for which PBL is not designed
for sizing. |

(2) Conditions for PBL. When provided, the PBL system shall function as
described in paragraph (g)(l)éof this section whenever all thgfol]owing
conditions are met: ( |

(i) The image receptor is inserted into a permanently mounted cassette
holder; |

(ii) The image receptor léngth and width are leés thén 50 cm;

(iii) The x-ray beam axis is within +3 degrees of vertical and the SID is
90 c¢cm to 130 cm inclusive; or the x-ray beam axis is within +3 degrees of
horizontal and the SID is 90 cm to 205 c¢m inclusive;

(iv) The x-ray beam axis is perpendicular to the plane of the image receptor
to within +3 degrees; and

(v) Neither tomographic nor stereoscopic radiography is being performed.

(3) Measuring compliance. Compliance with the reﬁuiraments of paragraph
(g)(1) of this section shall be determined when the equipment indicates that
the beam axis is perpendiculér to the plahe of the image receptor and the
provisions of paragraph (g)(2) of this section are met. Compliance shall be
determined no sooner than 5 seconds after insertion of the image receptor.

(4) Operator initiated undersizing. The PBL system shall be capable of
operation such that, at the discretion of the operator, the size of the field may
be made smaller than the size of the image receptor through stepless
adjustment of the field size. Each dimension of the minimum field size at an

SID of 100 cm shall be equal to or less than 5 cm. Return to PBL function
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as described in paragraph (g)(1) of this section shall occur autnmatiéally upon
any change of image receptor size or SID.

(5) Override of PBL. A capability may be provided for overriding PBL in
case of system failure and for servicing the system. This override may be for
all SIDs and image receptor éizés. A key shall be required for any override
capability that is accessible to the operator. It shall not be possible to remove
the key while PBL is overridden. Each such key switch or key shall be clearly
and durably labeled as follows‘: |

For X-ray Field Limitation System Failure
The override capability is considered accessible to the operator if it is referenced
in the operator’s manual or in other material intended for the operator or if its

location is such that the operator would consider it part of the operational controls.

(h) Field limitation and alignment for spot-film devices.: The following
requirements shall apply to spot-film devices, except when the spot-film
device is provided for use with a radiation therapy simulation system:

(1) Means shall be provided between the source and the patient for
adjustment of the x-ray field size in the plane of the image fecieptor to the
size of that portion of the image receptor which has been selected on the spot-
film selector. Such adjustment shall be accomplishedéutqmatically when the
x-ray field size in the plane Qf the image receptor is greater than the selected
portion of the image receptor. If the x-ray field size is less than the size of
the selected portion of the image receptor, the field size shall not open
automatically to the size of the selected portion of the image receptor unless
the operator has selected thai: mode of operation.

(2) Neither the length no;: the width of the x-ray field in the plane of the

image receptor shall differ from the corresponding dimensions of the selected
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portion of the image receptor by more than 3 percent of the SID when adjusted
for full coverage of the selected portion of the image receptor. The sum,
without regard to sign, of the length a,n'd width differences shall not exceed
4 percent of the SID. On spo’é—ﬁlm devices manufactured after February 25,
1978, if the angle between the plane of the image receptor and beam axis is
variable, means shall be provided to indicate when the axis of the x-iay beam
is perpendicular to the plané of the image receptor, and compliance shall be
determined with the beam axis indicated to be perpendicular to the plane of
the image receptor.

(3) The center of the x-ray field in the plane of the fimage« recéptor shall
be aligned with the center of; the selected portion of the image receptor to
within 2 percent of the SID.

(4) Means shall be provided to reduce the x-ray field size in the plane
of the image receptor to a size smaller than the selected portion of the image

receptor such that:

(i) For spot-film devices used on fixed-SID fluoroscopic systems which are
not required to, and do not provide stepless adjustment of the x-ray field, the
minimum field size, at the gfeatest SID, does not exceed 12:5- square cm; or

(ii) For spot-film deviéesﬁ used on fluoroscopic systems that have a variable
SID and/or stepless adjustmc%nt of the field size, the minimum field size, at
the greatest SID, shall be coniainabie in a square of 5 cm by 5 cm.

(5) A capability may be proVided for overriding the automatic x-ray field
size adjustment in case of system failure. i{f it is so provided, a signal visible
at the fluoroscopist’s position shall indicate whenever the automatic x-ray field
size adjustment override is engaged. Each such systém failure override switch

shall be clearly labeled as follows:



155

For X-ray Field Limitation System Failure

(i) Source-skin distancé*(l) X-ray systems designed for use with an
intraoral image receptor shall be provided with means to limit the source-skin
distance to not less than:

(i) Eighteen cm if operabie above 50 kVp; or

(ii) Ten cm if not operable above 50 kVp.

(2) Mobile and portable x-ray systems other than dental shall be provided
with means to limit the source-skin distance to not less than 30 cm.

(j) Beam-on indicators. The x-ray control shall provide visual indication
whenever x-rays are produced. In addition, a signal audible to the operator
shall indicate that the exposﬁre has terminatéd.

(k) Multiple tubes. Where two or more radiographic tubes are controlled
by one exposure switch, the tube or tubes which have been selected shall be
clearly indicated before initiation of the exposure. This indication shall be both
on the x-ray control and at org near the tube housing assembly which has been
selected.

(1) Radiation from capacitor energy storage equipment. Radiation emitted
from the x-ray tube shall not exceed: |

(1) An air kerma of 0.26 §nicroGy (vice 0.03 mR exposure) in 1 minute
at 5 cm from any éccessible‘ surface of the diagnostic source assembly, with
the beam-limiting device fully open, the system fully charged, and the
exposure switch, timer, or any discharge mechanism not activated. Compliance
shall be determined by measurements averaged over an area of 100 square cm,
with no linear dimension greater than 20 cm; and |

(2) An air kerma of 0.88 mGy (vice 100 mR exposure) in 1 hour at 100

cm from the x-ray source, with the beam-limiting device fully open, when the
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system is discharged through the x-ray tube either méhua]ly or automatically
by use of a discharge switch or deactivation of the input power. Compliance
shall be determined by meas@reinents of the maximum air kerma per discharge
multiplied by the total number of discharges in 1 hour (duty cycle). The
measurements shall be averaged,over an area of 100 squa';r»é cm with no linear
dimension greater than 20 cm. |

(m) Primary protective barrier for mammogra phy x-ray systems—(1) For
x-ray systems manufactured after September 5, 1978, and before September 30,
1999, which are designed only for mammography, the transmission of the
primary beam through any image receptor support provided with the system
shall be limited such that the air kerma 5 cm from any accessible surface
beyond the plane of the image receptor supporting device does not exceed 0.88

microGy (vice 0.1 mR exposure) for each activation of the tube.

(2) For mammographic x}ray systems manufactured on or after September

30, 1999:

(i) At any SID where exposures can be made, the image receptor support
device shall provide a primary protecti_ve bafrier that intercepts the cross
section of the useful beam alfmg every direction éxcept at the chest wall edge.

(ii) The x-ray system sha}l not permit exposure unless the appropriate
barrier is in place to intercept the useful beam as required in paragraph
(m)(2)(i) of this section.

(iii) The transmission of ﬂle useful \bjeam through the primary protective
barrier shall be limited such that the air kerma 5 cm from any accessible
surface beyond the plane of the primary protective barrier does not exceed 0.88

microGy (vice 0.1 mR exposure) for each activation of the tube.
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(3) Compliance with the;requirements of paragraphs (m)(1) and (m)(2)(iii)
of this section for transmission shall be determined with the x-ray system
operated at the minimum SID for which it is designed, at the maximum rated
peak tube potential, at the maximum rated product of x-ray tube current and
exposure time (mAs) for the maximum rated peak tube potential, and by
measurements averaged bvelf an area of 100 square cm Wiﬂ’l no linear
dimension greater than 20 cm. The sensitive volume of the radiation measuring
instrument shall not be positioned beyond the edge of the primary protective
barrier along the chest wall s@de. ‘

m 4. Revise § 1020.32 to read és follows:
§1020.32  Fluoroscopic equipment.

The provisions of this section apply to equipment for fluoroscopic imaging
or for recording images from the fluoroscopic image receptor, except computed
tomography x-ray systems manufactured on or after November 29, 1984.

(a) Primary protective barrier—(1) Limitation of useful beam. The
fluoroscopic imaging assembly shall be provided with a primary protective
barrier which intercepts the entire cross section of the useful beam at any SID.
The x-ray tube used for fluoroscopy shall not produce\x;rays\ unless the barrier
is in position to intercept the entire useful beam. The AKR due to transmission
through the barrier with the attenuation block in the useful beam combined
with radiation from the fluoroscopic image receptor shall not exceed 3.34 x
10-3 percent of the entrance AKR at a distance of 10 cm from any accessible
surface of the fluoroscopic inﬁaging assembly beyond the plane of the image
receptor. Radiation therapy simulation systems shall be exempt from this
requirement provided the systems are intendéd only for remote control

operation and the manufacturer sets forth instructions for assemblers with
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respect to control location as part of the information required in § 1620.30(g).
Additionally, the manufacturer shall provide to users, under § 1020.30(h](1)(i),

precautions concerning the importance of remote control operation.

(2) Measuring comp]jan¢e. The AKR shall be measured in accordance with
paragraph (d) of this section.:The AKR due to transmission through the primary
barrier combined with radiation from the fluoroscopic image receptor shall be
determined by measurements averaged over an area 'of 100 square cm with no
linear dimension greater than 20 cm. If the source is below the tabletop, the
measurement shall be made with the input surface of the fluoroscopic imaging
assembly positioned 30 cm above the tabletop. If the source is above the |
tabletop and the SID is variable, the measurement shall be made ~with the end
of the beam-limiting device or spacer as close to the rtabletop as it can be
placed, provided that it shalli not be closer than 30 cm. Movable grids and
compression devices shall be removed from the useful beam during the
measurement. For all measurements, the attenuation block shall be positioned
in the useful beam 10 cm from the point of measurement of entrance AKR
and between this point and the input surface of the ﬂuoroscbpic imaging
assembly. | |

(b} Field limitation—(1) Angulati’on. AF or ﬂucroscopié equipmeni
manufactured after February 25, 1978, when the angle between the image
receptor and the beam axis of the x-ray beam is variable, means shall be
provided to indicate when the axis of the x-ray beam is perpendicular to the
plane of the imége receptor. Compliance with paragraphs (b)(4) and (b)(5) of
this section shall be determined with the beam axis indicated to be

perpendicular to the plane of the image receptor.
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(2) Further means for limitation. Means shall be provided to permit further
limitation of the x-ray field to sizes smaller than the limits of paragraphs (b)(4)
and (b)(5). Beam-limiting devices manufactured after May 22, 1979, and
incorporated in equipment ’With a variable SID and/or the capability of a visible
area of greater than 300 square cm, shall be provided with means for stepless
adjustment of the x-ray field. Equipment with a fixed SID and the capability
of a visible area of no greater than 300 sq,«uare cm shall be provided with either
stepless adjustment of the x-ray field or With a means to further limit the x-
ray field size at the plane of the image receptor to 125 square cm or less.
Stepless adjustment shall, at the greatest SID, provide continuous field sizes
from the maximum obtainable to a field size containable in a square of 5 cm
by 5 cm. This paragraph does not apply to non-image-intensified fluoroscopy.

(3) Non-image-intensjfieq fluoroscopy. The x-ray field produced by non-
image-intensified ﬂuomsco’pi}c equipment shall not extend beyond the entire
visible area of the image receptor. Means shall be provided for steﬁless
adjustment of field size. The h}inimum field size, at the greatest SID, shall be
containable in a square of 5 cm by 5 cm. | |

(4) Fluoroscopy and radibgraphy using the fluoroscopic imaging assembly
with inherently circular image rebeptors.‘ (i) For fluoroscopic equipment
manufactured before [insert date 1 year after date of publication in the Federal
Register], other than radiation therapy simulation systems, the following
applies:

(A) Neither the length ndr the width of the x-ray field in the plane of the
image receptor shall exceed that of the visible area of the image receptor by
more than 3 percent of the SID. The sum of the excess length and the excess

width shall be no greater than 4 percent of the SID.
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(B) For rectangular x-ray fields used with circular image receptors, the
error in alignment shall be determined along the length and width dimensions
of the x-ray field which pass Ethrough the center of the visible area of the image
receptor. | |

(ii) For fluoroscopic equipment manufactured on or after [insert date 1
year after date of pub]icationE in the Federal Register], other than radiation
therapy simulation systems, ;[he maximum area of the x-ray field in the plane
of the image receptor shall C(E)nferm/withv one of the following requirements:

(A) When any linear diﬁension of the visible area of the image receptor
measured through the center of the visible area is less than or equal to 34 cm
in any direction, at least 80 percent of the area of the x-ray field overlaps the

visible area of the image receptor, or

(B) When any linear dimension of the visible area of the image receptor
measured through the center of the visible area is greater than 34 cm in any
direction, the x-ray field measured along the direction of gfeaiest misalignment
with the visible area of the image receptor does not extend *beyondjfthe edge
of the visible area of the image receptor by more than 2, cm.

(5) Fluoroscopy and radiography using the ﬂuorbscopic imaging assembly
with inherently rectangular image receptors. For x-ray systems manufactured
on or after [insert date 1 yeaﬁ aftei' date of publication in the Federal Register],
the following applies:

(i) Neither the length nor the width of the x-ray field in the plane of the
image receptor shall exceed that‘of the visible area of the image receptor by
more than 3 percent of the SID. The sum of the excess length and the excess

width shall be no greater than 4 percent of the SID.
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(ii) The error in alignment shall be determined along the length and width
dimensions of the x-ray field which pass through the center of the visible area
of the image receptor.

(6) Override capability. If the fluoroscopic x-ray field size is adjﬁsted
automatically as the SID or image receptor size is changed, a capability may
be provided for overriding the automatic adjustment in case of system failure.
If it is so provided, a signal visible at the fluoroscopist’s position shall indicate
whenever the automatic field adjustment is overridden. Each such system

failure override switch shall be clearly labeled as follows: -
For X-ray Field Limitation System Failure

(c) Activation of tube. X-éray production in the fluoroscopic mode shall
be controlled by a device which requires continuous pressure by the operator
for the entire time of any exposure. When recording serial radiographic images
from the fluoroscopic image feceptor, the operator shall be able to terminate
the x-ray exposure(s) at any t;ime, but means may be i)rovided to permit
completion of any single exposure of the series in proceés.r

(d) Air kerma rates. For ﬂuoroscopic‘ equipment, the following |
requirements apply: |

(1) Fluoroscopic equipment manufactured before May 19, 1 995—(i)
Equipment provided with automatic exposure rate control (AERC) shall not
be operable at any combination of tube potential and current that will result
in an AKR in excess of 88 mGy per minute (vicé 10 R/min exposure rate) at
the measurement point speci:fied,\inz§ 1020.32(d)(3), except as sﬁeciﬁed in
§1020.32(d)(1)(v).

(ii) Equipment provided Withnut AERC shall not be operable at any

combination of tube potential and current that will result in an AKR in excess
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of 44 mGy per minute (vice 5 R/min exposure rate} at the measurement point
specified in § 1020.32(d)(3), except as specified in § 1020.32(d}(1)(v).

(iii) Equipment provided with both an AERC mode and a manual mode
shall not be operable at any combination of tube potential and current that
will result in an AKR in excess of 88 mGy per minute (vice 10 R/min exposure
rate) in either mode at the measuremé;nt point specified in § 1020.32(d)(3),
except as specified in § 1020.132(d)(1)(v). '

(iv) Equipment may be I.nodqified in accordance with §1020.30(g) to
comply with § 1020.32(d)(2).;yWhen the equipment is modified, it shall bear
a label indicating the date of the modification and the statement:

Modified to comply with 21 CFR 1020.32(h)(2).

(v) Exceptions:

(A) During recording of fluoroscopic images, or

(B) When a mode of operation has an optional high-l,evel control, in which
case that mode shall not be operable at any combination of tube potential and
current that will result in an AKR in excess of the rates specified in
§ 1020.32(d)(1)(i), (d)(1)(ii), or (d)(1)(iii) at the measurement point specified in
§ 1020.32(d)(3), unless the high-level control is activated. Special means of
activation of high-level controls shall be required. The high-level control shall
be operable only when continuous manual activation is provided by the
operator. A continuous signal audible to the fluoroscopist shall indicate that
the high-level control is being employed. |

(2) Fluoroscopic equipmént manufactured on or after May 19, 1995—(i)
Shall be equipped with AERC if operable at any combination of tube potential

and current that results in an. AKR greater than 44 mGy per minute (vice 5
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R/min exposure rate) at the meaSurement point specified‘ in § 1020.32(d)(3).
Provision for manual selection of technique factors méy be provided.

(i)} Shall not be operablé at any combination of tube potential and current
that will result in an AKR in excess of 88 mGy per minute (vice 10 R/min
exposure rate) at the measurement point specified in § 1020.32(d)(3), except
as specified in § 1020.32(d)(2)(iii):

(iii) Exceptions:

(A) For equipment manﬁfactured prior to [insert date 1 Year»after date of
publication in the Federal Register], during the recording of images from a
fluoroscopic image receptor using photographic film or a video camera when
the x-ray source is operated m a pulsed mode.

(B) For equipment manufactured on or after [insert date 1 year after date
of publication in the Federal Register], during the recording of images from
the fluoroscopic image recepfor for the pﬁrpbse of proviiding the ﬁser with a
recorded image(s) after termiﬁation of the exposure. Such recording does not

include images resulting from a last-image-hold feature that are not recorded.

(C) When a mode of operation has an optional high-level control and the
control is activated, in which case the equipment shall not be operable at any
combination of tube potential and current that will result in an AKR in excess
of 176 mGy per minute (vice 20 R/min exposure rate) at the measuremeht point
specified in § 1020.32(d)(3). épecial mean's of activation of high-level controls
shall be required. The high-,le;vel control shall berap&rable\ only when
continuous manual activation is piovided by the operator, A continuous signal
audible to the fluoroscopist shall‘ indicate that the high-level control is being

employed.
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(3) Measuring compliance. Compliance with paragraph (d) of this section
shall be determined as follows:

(i) If the source is below the x-ray table, the AKR shall be measured at
1 cm above the tabletop or cradle.

(ii) If the source is above the x-ray table, the AKR shall be measured at
30 cm above the tabletop with the end of the beam-]imiting device or spacer
positioned as closely as possible to the point of measurement.

(iii) In a C-arm type of fluoroscope, the AKR shall be measured at 30 cm
from the input surface of the fluoroscopic imaging assembly, with the source
positioned at any available SID, provided that the end of the beam-limiting
device or spacer is no closer than 30 cm from the input surface of the
fluoroscopic imaging assembiy. » |

(iv) In a C-arm type of fluoroscope having an SID less than 45 cm, the
AKR shall be measured at the minimum SSD.

(v) In a lateral type of ﬂuﬁoroscope, the air kerma rate shall be measured
at a point 15 c¢m from the centerline of the x-ray table and in the direction
of the x-ray source with the end of the beam-limiting device or spacer
positioned as closely as poss@ble to the point of measurement. If th«é tabletop
is movable, it shall be positiQned as closely as possible to the lateral x-ray
source, with the end of the béam~limiting device or spacer no closer than 15
cm to the centerline of the x—j*ay table.

(4) Exemptions. Fluorosc%,opic radiation therapy simulation systems are
exempt from the requirements set forth in paragraph (d) of this section.

(e) [Reserved] ‘

(f) Indication of potential and current. During fluoroscopy and
cinefluorography, x-ray tube potential and current shall be continuously

indicated. Deviation of x-ray tube potential and current from the indicated
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values shall not exceed the maximum deviation as stated by the manufacturer

in accordance with § 1020.30(h)(3).

(g) Source-skin distance. (1) Méans shall be provided to limit the source-
skin distance to not less than 38 cm on stationary ,ﬂuoroscopesand»to not less
than 30 cm on mobile and portable fluoroscopes. In additien, for fluoroscopes
intended for specific surgical application that would be prohibi«ted at the
source-skin distances speciﬁéd in this paragraph, provisions may be fnade for
operation at shorter source-skin distances but in no case less than 20 cm. When
provided, the manufacturer must set forth precautions with Lrespect to the
optional means of spacing, in addition to other information as required in
§1020.30(h). |

(2) For stationary, mobil-;a, or portable C-arm fluoroscopic éystems
manufactured on or after [insert date 1 year after date of publication in the
Federal Register], having a Iﬁaximum source-image receptor distance of less
than 45 cm, means shall be provided to limit the source-skin distance to not
less than 19 cm. Such systems shall be labeled for extremity use only. In
addition, for those systems intended for specific surgical applicétiﬂn that
would be prohibited at the source-skin distances specified in this paragraph,
provisions may be made for 6peration at shorter source-skin distances but in
no case less than 10 cm. When provided, the manuféctmer must set forth
precautions with respect to the optional means of spacing, in addition to other
information as required in § 1020.30(h). |

(h) Fluoroscopic irradiation time, display, and signal. (1)(i} Fluoroscopic
equipment manufactured before [insert date 1 year after date of publication
in the Federal Register], shall be provided with means to preset the cumulative

irradiation time of the fluoroscopic tube. The maximum cumulative time of
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the timing device shall not exceed 5 minutes without resetting. A signal
audible to the fluoroscopist shall indicate the completion of any preset
cumulative irradiation-time. Such signal shall continue to souﬁd while x-rays
are produced until the timing device is reset. Fluoroscopic equipment may be
modified in accordance withf§ 1020.30(q) to comply with the requirements of
§1020.32(h)(2). When the equipment is modified, it shall bear ‘a label

indicating the statement:
Modified to comply with 21 CFR 1020.32(h)(2).

(ii) As an alternative to,tlfﬁe requirements of this paragraph, radiation
therapy simulation systems may be provided with a means to indicate the total
cumulative exposure time during which x-rays were produced, and which is
capable of being reset between x-ray examinations. |

(2) For x-ray controls manufactured on or after [insert date 1 year after
date of publication in the Federal Register], there shall be provided for each
fluoroscopic tube:

(i) A display of the fluoroscopic irradiation time at the fluoroscopist’s
working position. This display shall function independently of the audible
signal described in § 1020.32(h)(2)(ii). The following requirements apply:

(A) When the x-ray tube 1s activated, the ﬂuoroscopic irradiation time in
minutes and tenths of minutes shall be continuously displayed and updated
at least once every 6 seconds.

(B) The fluoroscopic irradiation time shall also be displayed within 6 -
seconds of termination of an)i;éxposure and remain displayed until reset.

(C) Means shall be provided to reset the display to zero prior to the

beginning of a new examination or procedure.
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(ii) A signal audible to the fluoroscopist shall sound for each passage of
5 minutes of fluoroscopic irradiation time during an examination or procedure.
The signal shall sound until manually reset or, if automatically reset, for at

least 2 second.

(i) Mobile and portable fluoroscopes. In addition to the other requirements
of this section, mobile and portable fluoroscopes shall provide an image
receptor incorporating more than a simple fluorescent screen.

(j) Display of last-image-hold (LIH). Fluoroscopic equipment manufactured
on or after [insert date 1 yemz’ after date of publication in the Federal Regiéter],
shall be equipped with means to display LIH image following termination of

the fluoroscopic exposure.

(1) For an LIH image obtained by retaining pretermination fluoroscopic
images, if the number of images and method of combining images are selectable
by the user, the selection shall be indicated prior to initiation of the
fluoroscopic exposure.

(2) For an LIH image obtained by initiating a separate radiographic-like
exposure at the termination of fluoroscopic imaging, the techniques factors for
the LIH image shall be selectéble prior to the fluoroscopic exposure, and the
combination selected shall be indicated prior to initiation of the fluoroscopic

exposure.

(3) Means shall be provided to clearly indicate to the user whether a
displayed image is the LIH reiadiograph or fluoroscopy. Display of the LIH
radiograph shall be replaced jby the fluoroscopic image concurrently with re-
initiation of fluoroscopic exposure, unless separate displays are provided for

the LIH radiograph and fluoroscopic images.
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(4) The predetermined or selectable options for producing the LIH
radiograph shall be described in the information required by § 1020.30(h). The
information shall include a description of any technique factors applicable for
the selected option and the impact of the selectable options on image

characteristics and the magnitude of radiation emissions.

(k) Displays of values of AKR and cumulative air kerma. Fluoroscopic
equipment manufactured onior after [insert date 1 year after date of publication
in the Federal Register], shall display at the fluoroscopist’s working position
the AKR and cumulative air i(erma. The following reqﬁirements apply for each

x-ray tube used during an examination or procedure:

(1) When the x-ray tube is activated and the number of images produced
per unit time is greater than six images per second, the AKR in mGy/min shall
be continuously displayed and updated at least once every second.

(2) The cumulative air k;erm;a in units of mGy shall be displayed either
within 5 seconds of termination of an exposure or displayed continuously and

updated at least once every 5 seconds.

(3) The display of the AKR shall be clearly distinguishable from the

display of the cumulative air kerma.

(4) The AKR and cumulgitive air kerma shall represeht the value for
conditions of free-in-air irradiation at one of the following reference locations
specified according to the tyPe of fluoroscope. The reference location shall be
identified and described specifically in the information provided to users
according to § 1020.30(h)(6)(iii).

(i) For fluoroscopes with x-ray source below the x-ray table, x-ray source

above the table, or of lateral type, the reference locations shall be the respective
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locations specified in § 1020.32(d)(3)(i), (d)(3)(ii), or (d)(3)(v) for measuring
compliance with air-kerma rate limits. ‘
(ii) For C-arm fluoroscopes, the reference location shall be 15 em from the
isocenter toward the x-ray source along the beam axis. Alternatively, the
reference location shall be at a point specified by the manufacturer to represent

the location of the intersection of the x-ray beam with the patient’s skin.

(5) Means shall be provided to reset to zero the display of cumulative air

kerma prior to the commencement of a new examination or procedure.

(6) The displayed AKR’aﬁd cumulative air kerma shall not deviate from
the actual values by more tha}én +35 percent over the range of 6 mGy/min and
100 mGy to the maximum indication of AKR and cumulative ai;‘ kerma,
respectively. Compliance shdll be determined with an irradiation time greater
than 3 seconds. \
m5. Amend § 1020.33 byfrevis;ing paragraph (h)(2) to read as follows:

§1020.33 Computed tomography (CT) equipment.

* * * * *

(h) * * *
(2) For systems that allow high voltage to be applied to the x-ray tube
continuously and that control the emission of x-ray with a shutter, the
radiation emitted may not exceed 0.88 milligray (vice 100 milliroentgen
exposure) in 1 hour at any point 5 cm outside the external surface of the
housing of the scanning mechanism when the shutter is closed. Compliance
shall be determined by measurements average over an area of 100 square cm

with no linear dimension greater than 20 cm.

* * % * *
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May 31, 2005.
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